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Main Particulars

Length Overall	 92.5 ft (28.2 m)
Beam	 38.0 ft (11.5 m)
Draft	 15.7 ft (4.8 m)
Net Tonnage:	 134 tons
Gross Tonnage	 197 tons
Horsepower	 3,200 BHP

tank Capacities

Potable Water	 6,000 gallons
Fuel	 78,000 gallons
Lube Oil	 509 gallons

engine

Main Engines	 Two MAN B&W 7S28LU-4 7 cylinders 
	 rated at 1,600 BHP each at 750 RPM.

Generators

	 Two Caterpillar 3306 with 135Kw each.

Wheels

	 Two Niigata ZP3A Z-Drives with 67” 4-blade  
	 stainless steel propellers in Kort nozzles.

deck Machinery

	 One Intercon model 175 double drum towing and  
	 escort winch with 120,000 lbs line pull with  
	 1,800’ 1 3/4” 6 x 36 tow wire and 600’, 8 braid 9”  
	S pectra line with 508,000 lbs braking capacity.

Firefighting System

	 One 1,500 GPM monitor mounted forward.

Navigational Equipment

	 One Furuno 72NM radar, one DGPS SatNav, two  
	 55 channel VHF marine radios, one SSB SEA-222  
	 radio, one Furuno depth finder, one digital laser  
	 chart and Robertson AP9MK autopilot.

Documentation

Official Number	 959654
Call Sign	 WAJ 2544
year Built	 1990 
shipyard	 Tampa Ship, FL
Hull & Machinery	 ABS Class,    A1 Towing Service,    AMS

This specification is preliminary and subject to change without notice. Exact tank  
capacities, deadweight, deck cargo capacity and other figures that have been  
calculated and may change when the actual vessel is delivered.
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